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Interior Floors and W
alls

Selector Guide

Interior Floor Joints (continued)

Joint Sizes
(up to)

1 3/8"

1 1/2"

1 5/8"

2"

Image

EMSEAL offers an extended range of products. For more detailed information and
drawings on any products found in these charts please visit www.emseal.com

 Movement
Capability

3/8"  (±3/16")

1 1/2"  (±3/4")

3/8"  (±3/16")

3/8"  (±3/16")

3/8"  (±3/16")

3/4"  (±3/8")

3/4"  (±3/8")

5/8"  (±5/16")

5/8"  (±5/16")

5/8"  (±5/16")

1/4"  (±1/8")

5/8" ( +7/16", - 3/16")

3/4"  (±3/8)

5/8" ( +7/16", - 3/16")

3/8"  (±3/16")

5/8" ( +7/16", - 3/16")

5/8" ( +7/16", - 3/16")

EMSEAL
Product

FS 40

FS 135

FN 35/15

FTN 35/15

FKN 35/15

FN 41/15

FS 75

FP 55

FP 55 MS

FP 55 Ni

FPG 55

FP 60

FP 60 Ni

ES 60

ESG 60

FN 50/20

FKN 50/20

Note

Surface Mount

Surface Mount

Surface Mount

Surface Mount

Brass Caps

Stainless Capped

Smooth Insert

Stainless Capped

Smooth Insert

Surface Mount

Surface Mount -– Tile Over

Load
Rating

Medium

Extra Heavy

Standard

Standard

Standard

Standard

Heavy

Standard

Standard

Standard

Medium

Medium

Medium

Medium

Medium

Standard

Standard

Composition

Solid Aluminum

Solid Aluminum

Alum/Elastomeric

Alum/Elastomeric

Alum/Elastomeric

Alum/Elastomeric

Solid Aluminum

Alum/Elastomeric

Alum/Brass/Elastomeric

Alum/SS/Elastomeric

Alum/Elastomeric

Alum/SS/Rubber

Alum/Elastomeric

Stainless/Elastomeric

Stainless/Elastomeric

Alum/Elastomeric

Alum/Elastomeric
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Selector Guide

 Movement
Capability

3/8"  (±3/16")

1 1/2"  (±3/4")

5/8"  (±5/16")

5/8"  (±5/16")

1" ( +5/8", - 3/8")

1" ( +5/8", - 3/8")

1" ( +5/8", - 3/8")

1 1/4"  (±5/8")

1" ( +5/8", - 3/8")

3/4"  (±3/8")

1 1/4" ( +3/4", - 1/2")

1 1/2"  (±3/4")

1 1/4"  (±5/8")

1 1/4"  (±5/8")

1 1/4"  (±5/8")

Interior Floor Joints (continued)

Composition

Solid Aluminum

Solid Aluminum

Alum/Elastomeric

Alum/Elastomeric

Alum/Elastomeric

Alum/Elastomeric

Alum/Brass/Elastomeric

Alum/SS/Elastomeric

Solid Aluminum

Alum/Elastomeric

Solid Aluminum

Alum/Elastomeric

Solid Aluminum

Alum/Elastomeric

Alum/Elastomeric

Alum/SS/Elastomeric

Note

Surface Mount

Surface Mount

Surface Mount

Surface Mount -– Tile Over

Brass Caps

Stainless Capped

Surface Mount

Surface Mount

Surface Mount

Surface Mount

Stainless Capped

Joint Sizes
(up to)

2 1/8"

2 3/8"

2 1/2"

2 3/4"

3"

3 1/2"

3 3/4"

EMSEAL
Product

FSN 50/15

FS 200

FN 58/20

FN 50/20

FKN 50/20

FP 70

FP 70 MS

 FP 70 Ni

FS 110

 FS 65/20

FSN 75

FN 90/20

FS 99

FSN 99/20

FP 100

FP 100 Ni

Image

EMSEAL offers an extended range of products. For more detailed information and
drawings on any products found in these charts please visit www.emseal.com

Load
Rating

Medium

Extra Heavy

Standard

Standard

Standard

Medium

Standard

Standard

Heavy

Standard

Heavy

Standard

Medium

Medium

Medium

Standard
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Interior Floors and W
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Selector Guide

Interior Floor Joints (continued)

Joint Sizes
(up to)

4"

4 1/2

4 3/4"

5"

5 1/2"

6"

6 1/2"

6 3/4"

8"

10"

EMSEAL offers an extended range of products. For more detailed information and
drawings on any products found in these charts please visit www.emseal.com

 Movement
Capability

1 1/2"  (±3/4")

1 1/4"  (±5/8")

2"  (±1")

1 1/2"  (±3/4")

1 1/4"  (±5/8")

1 1/4"  (±5/8")

2 3/8"  (±1 3/16")

2 1/2"  (±1 1/4")

1 1/2"  (±3/4")

2 1/2"  (±1 1/4")

2"  (±1")

1 1/4"  (±5/8")

1 1/2"  (±3/4")

2 3/8"  (±1 3/16")

1 1/4"  (±5/8")

1 1/4"  (±5/8")

EMSEAL
Product

FS 130

FSC 250/100

FS 146

FS 155

FP 135

FSN 110

FS 160

FS 185

FSN 130

FSV 235

FSN 146

FSC 300/150

FSN 155

FSN 160

FSC 350/200

FSC 400/250

Note

Surface Mount

Stainless Capped

Surface Mount

Surface Mount

Surface Mount

Surface Mount

Surface Mount

Load
Rating

Heavy

Standard

Medium

Extra Heavy

Medium

Heavy

Heavy

Heavy

Heavy

Heavy

Medium

Standard

Heavy

Heavy

Standard

Standard

Composition

Solid Aluminum

Alum/Elastomeric

Solid Aluminum

Solid Aluminum

Alum/Elastomeric

Solid Aluminum

Solid Aluminum

Solid Aluminum

Solid Aluminum

Solid Aluminum

Solid Aluminum

Alum/Elastomeric

Solid Aluminum

Solid Aluminum

Alum/Elastomeric

Alum/Elastomeric

Image
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Interior Floor Joints (continued)

Load
Rating

Standard

Standard

Medium

Heavy

Extra Heavy

Standard

 Movement
Capability

1 1/4"  (±5/8")

Various

Various

Various

Various

Various

Composition

Alum/Elastomeric

Alum/Elastomeric

Alum/Elastomeric

Solid Aluminum

Solid Aluminum

Alum/Elastomeric

NoteJoint Sizes
(up to)

16"

Up to

24"

EMSEAL
Product

FSC 550/250

FP/FP

FP/FP

FS/FS

FS/FS

FSC

Image

EMSEAL offers an extended range of products. For more detailed information and
drawings on any products found in these charts please visit www.emseal.com

Selector Guide

The TWINSERT system for interior expansion
joints bridges the widest range of joint gaps.

The unique design of TWINSERT allows for the inclusion of
decorative flooring material between the mechanical
elements including tile, carpet, brushed aluminum or
stainless steel. This allows for a final expansion joint to
match the interior design of the adjacent surfaces.

TWINSERT  Interior Expansion Joint System
(shown with optional brushed aluminum insert)

Twinsert
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Interior Floors and W
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Wall and Ceiling Joints

 Movement
Capability

3/16" ( +1/8", - 1/16")

Maximum open joint:  1 3/4"

Minimum closed joint:  1/4"

Maximum open joint:  2 3/4"

Minimum closed joint:  1/4"

Maximum open joint:  3 1/4"

Minimum closed joint:  1/4"

3/8"  (±3/16")

5/8"  (±5/16")

1.0"  ( +5/8", - 3/8")

3/8"  (±3/16")

1 1/4"  (±5/8")

2"  (±1")

2"  (±1")

Composition

Alum/Elastomeric

Elastomeric Covered

Elastomeric Covered

Solid Aluminum

Coated Aluminum

Alum/Elastomeric

Alum/Elastomeric

Solid Aluminum

Solid Aluminum

Solid Aluminum

Solid Aluminum

Solid Aluminum

Note

Surface Mount

Surface Mount

Surface Mount

Surface Mount

Surface Mount

Surface Mount

Corner Joints

Joint Sizes
(up to)

3/4" to 1"

1/2" to 1 1/2"

1 1/2" to 2 1/2"

1/2" to 3 1/4"

1 1/4" to 1 1/2"

2" to 2 1/2"

2 1/2" to 3"

2 1/8" to 2 1/2"

3 3/4" to 4 1/4"

4"

8"

EMSEAL
Product

FN 20/12

KF 55/1530

KF 55/3560

KF 250

FA-AL

FN 35/15

FN 50/20

FN 65/20

FSN 50/20

FSN 99/20

WP 255

WP 255 E2

Image

EMSEAL offers an extended range of products. For more detailed information and
drawings on any products found in these charts please visit www.emseal.com
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